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Product description

GALANT – universal radiators fine-profiled

Tender text

• Fine-profiled universal radiator made of quality steel in accordance with DC 01

• Double or triple panel structure in design closed on both sides

• With fixed welded side trims

• Press-fit design cover, easy to remove for cleaning inside, fitted in the factory

• Centre distance = Nominal height - 55 mm

• Thermal performance in accordance with EN 442

• �Factory-fitted integrated valve fitting 5 or 6 x 21,3 mm (G ½") for connection from below, 
on right or left side (optionally can also be connected at the side)

• Environment-friendly anodic dip primer

• With epoxy resin powder coating in accordance with DIN 55 900

• Colour RAL 9016 (traffic white), other RAL colours on request

• Packed in environment-friendly protective packaging

• �Fastening using HM spring-clip bracket, plastic-coated in RAL 9016,  
or using floor standing bracket, plastic-coated in RAL 9016,  
or using anchor-bolt bracket in conjunction with HM spring-clip bracket

• �QM system certified in accordance with DIN EN ISO 9001:2008

	 Connections: 	� 3 x 21,3 mm (G ½") side, 2 x 21,3 mm (G ½") bottom,  
Female thread, in accordance with ISO 228  
(6 x 21,3 mm (G ½") height 200 / 350)

	 Operating pressure: 	 6 bar (10 bar on request)

	 Test pressure: 	 8 bar

	 Temperature: 	 max. 110 °C

	 Medium: 	 Water

Integrated connection variant “valve”
Feed and return from below, on right or left side
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Conventional connection variant “compact”
Feed and return diagonal, on right or left side

Bleed screw

2 x Blanking plug

Bleed screw

2 x Blanking plug

Connection variant “bottom on opposite sides” for GALANT plus height 200 / 350

2 x Blanking plug

Bleed screwBlanking plug In case of connection at bottom on 
opposite sides a capacity reduction 
of approx. 8% is to be assumed.

Conventional connection variant “compact”
Feed and return on same side, on right or left side

GALANT radiators are reversible.
In case of lengths that are four times greater than the height  

it is recommended to use diagonal connection.

Connection variants
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Type 20
Depth 70 mm

Type 21
Depth 70 mm

Type 22 plus / Type 22
Depth 100 mm

Type 33 plus / Type 33
Depth 155 mm
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Length Height / mm Length

/ mm Type 22 33 22 33 20 21 22 33 20 21 22 33 20 21 22 33 / mm

Order no. 2-500420 2-500421 2-500422 2-500433 2-600420 2-600421 2-600422 2-600433 2-900420 2-900421 2-900422 2-900433

Watt 75°/65°/20° 337 434 559 820 392 499 659 936 555 704 916 1285
Watt 70°/55°/20° 269 348 447 654 312 399 524 746 444 563 729 1023
Watt 55°/45°/20° 170 220 283 413 196 252 329 469 280 356 457 642
Order no. 2-500520 2-500521 2-500522 2-500533 2-600520 2-600521 2-600522 2-600533 2-900520 2-900521 2-900522 2-900533

Watt 75°/65°/20° 421 543 699 1025 490 624 824 1170 694 881 1146 1607
Watt 70°/55°/20° 336 435 559 818 391 499 656 932 555 704 912 1279
Watt 55°/45°/20° 212 276 354 516 245 316 412 586 350 446 571 803
Order no. 2-200622 2-200633 2-350622 2-350633 2-500620 2-500621 2-500622 2-500633 2-600620 2-600621 2-600622 2-600633 2-900620 2-900621 2-900622 2-900633

Watt 75°/65°/20° 446 667 710 1054 505 651 838 1230 588 749 988 1403 833 1057 1375 1928
Watt 70°/55°/20° 356 529 562 831 403 521 671 982 469 598 787 1118 665 845 1094 1535
Watt 55°/45°/20° 223 329 347 511 254 331 425 619 294 379 494 703 420 535 685 963
Order no. 2-200722 2-200733 2-350722 2-350733 2-500720 2-500721 2-500722 2-500733 2-600720 2-600721 2-600722 2-600733 2-900720 2-900721 2-900722 2-900733

Watt 75°/65°/20° 521 778 829 1230 589 760 978 1435 686 874 1153 1637 972 1233 1604 2249
Watt 70°/55°/20° 415 617 655 970 470 608 783 1145 547 698 918 1305 776 986 1276 1791
Watt 55°/45°/20° 260 384 405 596 297 386 496 722 343 442 576 820 490 624 799 1124
Order no. 2-200822 2-200833 2-350822 2-350833 2-500820 2-500821 2-500822 2-500833 2-600820 2-600821 2-600822 2-600833 2-900820 2-900821 2-900822 2-900833

Watt 75°/65°/20° 595 890 947 1406 674 868 1118 1640 784 998 1318 1871 1110 1409 1833 2570
Watt 70°/55°/20° 474 706 749 1108 538 695 894 1309 625 798 1049 1491 887 1126 1458 2046
Watt 55°/45°/20° 298 439 462 681 339 441 566 826 392 505 658 938 560 713 914 1284
Order no. 2-200922 2-200933 2-350922 2-350933 2-500920 2-500921 2-500922 2-500933 2-600920 2-600921 2-600922 2-600933 2-900920 2-900921 2-900922 2-900933

Watt 75°/65°/20° 670 1001 1066 1581 758 977 1257 1845 882 1123 1482 2105 1249 1585 2062 2892
Watt 70°/55°/20° 534 794 842 1247 605 782 1006 1472 703 897 1180 1678 998 1267 1641 2302
Watt 55°/45°/20° 335 494 520 766 382 496 637 929 441 568 741 1055 630 802 1028 1445
Order no. 2-201022 2-201033 2-351022 2-351033 2-501020 2-501021 2-501022 2-501033 2-601020 2-601021 2-601022 2-601033 2-901020 2-901021 2-901022 2-901033

Watt 75°/65°/20° 744 1112 1184 1757 842 1085 1397 2050 980 1248 1647 2339 1388 1761 2291 3213
Watt 70°/55°/20° 593 882 936 1385 672 869 1118 1636 781 997 1311 1864 1109 1408 1823 2558
Watt 55°/45°/20° 372 549 578 851 424 551 708 1032 490 631 823 1172 700 891 1142 1605
Order no. 2-201222 2-201233 2-351222 2-351233 2-501220 2-501221 2-501222 2-501233 2-601220 2-601221 2-601222 2-601233 2-901220 2-901221 2-901222 2-901233

Watt 75°/65°/20° 893 1334 1421 2108 1010 1302 1676 2460 1176 1498 1976 2807 1666 2113 2749 3856
Watt 70°/55°/20° 712 1058 1123 1662 806 1043 1342 1963 937 1196 1573 2237 1331 1690 2188 3070
Watt 55°/45°/20° 446 659 694 1021 509 661 850 1238 588 757 988 1406 840 1069 1370 1926
Order no. 2-201422 2-201433 2-351422 2-351433 2-501420 2-501421 2-501422 2-501433 2-601420 2-601421 2-601422 2-601433 2-901420 2-901421 2-901422 2-901433

Watt 75°/65°/20° 1042 1557 1658 2460 1179 1519 1956 2870 1372 1747 2306 3275 1943 2465 3207 4498
Watt 70°/55°/20° 830 1235 1310 1939 941 1217 1565 2290 1093 1396 1835 2610 1553 1971 2552 3581
Watt 55°/45°/20° 521 769 809 1191 594 771 991 1445 686 883 1152 1641 980 1247 1599 2247
Order no. 2-201622 2-201633 2-351622 2-351633 2-501620 2-501621 2-501622 2-501633 2-601620 2-601621 2-601622 2-601633 2-901620 2-901621 2-901622 2-901633

Watt 75°/65°/20° 1190 1779 1894 2811 1347 1736 2235 3280 1568 1997 2635 3742 2221 2818 3666 5141
Watt 70°/55°/20° 949 1411 1498 2216 1075 1390 1789 2618 1250 1595 2098 2982 1774 2253 2917 4093
Watt 55°/45°/20° 595 878 925 1362 678 882 1133 1651 784 1010 1317 1875 1120 1426 1827 2568
Order no. 2-201822 2-201833 2-351822 2-351833 2-501820 2-501821 2-501822 2-501833 2-601820 2-601821 2-601822 2-601833 2-901820 2-901821 2-901822 2-901833

Watt 75°/65°/20° 1339 2002 2131 3163 1516 1953 2515 3690 1764 2246 2965 4210 2498 3170 4124 5783
Watt 70°/55°/20° 1067 1588 1685 2493 1210 1564 2012 2945 1406 1795 2360 3355 1996 2534 3281 4604
Watt 55°/45°/20° 670 988 1040 1532 763 992 1274 1858 882 1136 1481 2110 1260 1604 2056 2889
Order no. 2-202022 2-202033 2-352022 2-352033 2-502020 2-502021 2-502022 2-502033 2-602020 2-602021 2-602022 2-602033

Watt 75°/65°/20° 1488 2224 2368 3514 1684 2170 2794 4100 1960 2496 3294 4678
Watt 70°/55°/20° 1186 1764 1872 2770 1344 1738 2236 3272 1562 1994 2622 3728
Watt 55°/45°/20° 744 1098 1156 1702 848 1102 1416 2064 980 1262 1646 2344
Order no. 2-202222 2-202233 2-352222 2-352233 2-502220 2-502221 2-502222 2-502233 2-602220 2-602221 2-602222 2-602233

Watt 75°/65°/20° 1637 2446 2605 3865 1852 2387 3073 4510 2156 2746 3623 5146
Watt 70°/55°/20° 1305 1940 2059 3047 1478 1912 2460 3599 1718 2193 2884 4101
Watt 55°/45°/20° 818 1208 1272 1872 933 1212 1558 2270 1078 1388 1811 2578
Order no. 2-202622 2-202633 2-352622 2-352633 2-502620 2-502621 2-502622 2-502633 2-602620 2-602621 2-602622 2-602633

Watt 75°/65°/20° 1934 2891 3078 4568 2189 2821 3632 5330 2548 3245 4282 6081
Watt 70°/55°/20° 1542 2293 2434 3601 1747 2259 2907 4254 2031 2592 3409 4846
Watt 55°/45°/20° 967 1427 1503 2213 1102 1433 1841 2683 1274 1641 2140 3047
Order no. 2-203022 2-203033 2-353022 2-353033 2-503020 2-503021 2-503022 2-503033 2-603020 2-603021 2-603022 2-603033

Watt 75°/65°/20° 2232 3336 3552 5271 2526 3255 4191 6150 2940 3744 4941 7017
Watt 70°/55°/20° 1779 2646 2808 4155 2016 2607 3354 4908 2343 2991 3933 5592
Watt 55°/45°/20° 1116 1647 1734 2553 1272 1653 2124 3096 1470 1893 2469 3516

Watt 75°/65°/20° 744 1112 1184 1757 842 1085 1397 2050 980 1248 1647 2339 1388 1761 2291 3213

Watt 70°/55°/20° 593 882 936 1385 672 869 1118 1636 781 997 1311 1864 1109 1408 1823 2558

Watt 55°/45°/20° 372 549 578 851 424 551 708 1032 490 631 823 1172 700 891 1142 1605

Exponent n 1,3400 1,3663 1,3861 1,4017 1,3296 1,3101 1,3151 1,3276 1,3413 1,3208 1,3428 1,3372 1,3246 1,3190 1,3463 1,3426

Water capacity l 1,80 2,60 2,80 4,10 3,60 3,60 3,60 5,80 4,40 4,40 4,40 6,70 6,40 6,40 6,40 9,60

Weight in kg 14,10 21,30 24,40 35,60 21,90 25,20 29,30 43,40 26,10 30,40 34,70 51,50 40,80 43,10 49,40 73,00

500 500

400 400

600 900

700 700

800 800

600 600

200 350 500

900 900

1000 1000

1200 1200

1400 1400

1600 1600

1800 1800

2000 2000

2200 2200

Referred
to length 
1000 mm

Referred
to length 
1000 mm

2600 2600

3000 3000

GALANT plus GALANT plus

Product description

GALANT – universal radiators fine-profiled

Heat outputs
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Product description

GALANT – Wall mounting

35 mm 

10
0 

m
m

m
in

. 1
00

BH
-1

30
 m

m

Top slot

Bottom slot

Bottom edge
of radiator

Adjustable
25 – 35 mm

Safety screw
AWK 3
AWK 4

Fixing bracket

AWK 3 
horizontal 

AWK 4 
horizontal + 
vertikal

35 mm +
max. 40 mm

m
in

. 1
00

Top slot

Bottom slot

Bottom edge
of radiator

10
0 

m
m

BH
-1

30
 m

m

Adjustable
25 – 35 mm

Safety screw
AWK 3
AWK 4

Fixing bracket
AWK 3 horizontal 
AWK 4 horizontal + vertikal

Using spring-clip bracket Using anchor-bolt bracket 
(in conjunction with spring-clip bracket)
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Instructions for wall mounting using spring-clip brackets
All HM radiators can be quickly and securely mounted using spring-clip brackets. 

11    ��The spring-clip brackets are fastened vertically to the wall and aligned so they are  
level using the slots.

 
12    The radiator (with cover removed) is fitted to the plastic slots at the bottom.

 
13    �We recommend the second slot from the wall, this slot corresponds to a wall spacing  

at the bottom of 35 mm (the wall spacing at the top is set as appropriate in the factory). 

14    �The top clip is engaged so that it fully encloses the edge of the radiator and the radiator  
is securely attached to the wall by the spring-action.

15    �The cover is fitted. 

16    �Then the top catch can be adjusted to compensate for unevenness on the wall.

	 �Mounting in packed state (optional) 
�For fastening the HM radiator to the wall in the packed state we recommend the 
usage of the pre-installation adapter.

	 �Cleaning instructions 
The covers fitted to HM radiators – with factory-welded retaining clips –  
can be removed straightforwardly for cleaning (without tools).

	 �Anti-lifting feature (optional) 
Undesirable removal of the cover can be prevented using the anti-lifting feature.  
Ideally for use in schools, public buildings and also rooms for children.

Wall mounting
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Product description

GALANT – Floor mounting
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Using floor standing bracket “Plus”
For height 200 – 350 mm

Using floor standing bracket “Standard” 
For height 400 – 600 mm

11    �The bottom parts of the floor standing bracket are positioned on the floor and 
fastened.

 
12    �The top parts of the floor standing bracket are locked in the bottom part at the 

required height.
 
13    The plastic blocks are adjusted and the radiator is (without cover) fitted.

14    �With the aid of the threaded rod the washer is pressed onto the fins and the 
radiator is locked in this manner.

15    �The cover is fitted. 
 
 
	�� The floor standing bracket „Plus“ is available in two versions for finished floors 

(125 – 185 mm) or bare floors (185 – 285 mm) and is suitable for the heights 
200, 300, and 350 mm. 

	 For each floor standing bracket there is a matching trim cover.

11    �The floor standing brackets are positioned on the floor and fastened.
 
12    If necessary, the plastic top part is shortened to suit the related types.

 
13    �The radiator (without cover) is fitted. 

14    The radiator is clamped using the fixing fitting.

15    The cover is fitted. 

	� The floor standing bracket „Standard“ is available in two versions  
for finished floors and bare floors and is suitable for the heights  
400, 500 and 600 mm.

	 There is a matching trim cover for the floor standing bracke.

Floor mounting


